
70mm Fully Reversible Window

26

Features

Frame Offering

‹  Dedicated outer frame height of 68mm

‹  Transom width of 86mm 
T - Reversible next to reversible, 
Z- Reversible over fixed light

‹  Dedicated flush sash section for all openers

‹  Frames available in featured

‹  eZee Bead glazing.

Weather seals

‹  High performance Q-Lon gasket supplied in all mainframe 
sections with a manufacturer lifetime guaranty

‹  Fitted with an external weather seal as standard.

Reinforcing

‹  Aluminium range to suit requirements

‹  All reinforcements are designed to achieve required 
security and weathering specifications.

Finishes

‹  Signature white

‹  Range of solid colour and woodgrain foils.

Glazing

‹  Choice of 2 glazing thicknesses - 28mm for double glazed 
units. 36mm for triple glazed

‹  Astragal bars in 20mm and 28mm widths.

Ancillaries

‹  Comprehensive range of add-ons, couplers, corner posts, 
bay poles available to suit any installation.

Maximum Sizes

‹  The minimum/maximum sizes are based on the capability of 
the gearing and weather testing results are based on a single 
reversible window. 
 
- Minimum width = 433mm 
- Minimum height = 650mm 
 
- Maximum width = 1500mm 
- Maximum height = 1800mm

Hardware

‹  Dedicated multi-point lock which can achieve Secured by 
Design. Bespoke hinges to suit size and length

‹  Including anti-slam device for added safety.

Ventilation

‹  Proprietary ventilation devices can be used on all designs

‹  A range of head details available including head extension 
and dedicated one piece head vent

‹  Trickle ventilation can be fitted either through the head of 
the frame or into the overhead vent (9107)

‹  Three restrictor settings for ventilation and security.

Our fully reversible window is designed to be manufactured with casement, tilt & 
turn and side light combinations, making it the most versatile system on the market.

Tested to BS 6375-1:2015

Air Permeability Water Tightness Wind Resistance

Class 4 600Pa Class 9A 600Pa Class BE 2400Pa
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Performance

Security

‹  Secured by Design can be achieved by using multi-point 
lock and hinges to suit required level of security

‹  Comprehensive range of bespoke reversible hinges to all 
sash sizes.

Thermal

1st October 2010 saw the minimum thermal requirement for 
domestic replacement windows set at a minimum WER of 
‘C’ or a minimum ‘U’ value of 1.6 W/m²K, doors in a similar 
situation are required to meet a minimum ‘U’ value of 0.8 - 
1.6 W/m²K (1.6 W/m²K in Scotland).

A very large number of simulations have been carried out by 
‘approved’ simulators at Duraflex providing a comprehensive 
range of WER’s (Window Energy Ratings) for A++, A+, A, B 
and C ratings and ‘U’ values as low as 0.8W/m²K using the 
‘standard’ European window style and size.

General Features

‹  Q-Lon - 99% compression recovery, high performance 
acoustic and weather sealing properties with lifetime 
guarantee. Operates perfectly in temperatures ranging 
from -20ºC to 70ºC

‹  Lead Free - environmentally friendly, calcium organic lead 
free formulation 

‹  Finishes - comprehensive range of natural wood and solid 
colour foils

‹  Structural - comprehensive range of coupling sections to suit 
various applications. 
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7023 -  Reversible 
Frame

6567 - Reversible Sash

5863 - 28mm Bead

5863 - 28mm Bead

6567 - Reversible Sash

7047 -  ‘Z’ Transom / 
Mullion

5863 - 28mm Bead

7522 - Large Frame

3640 - 150mm Sill


